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When very fine ("finest®) nickel wire mesh is frested with 20% nitric acid &% 55
over a pericd of 3 mimutes, it bturmns oubt thet when the mesh is submsrged verti-
cally certain warp wires ars dissolved out of what appsars to be still intact
mesh, Repeated experiments whow the samé resulis. A& series of iuvestigations
was undsrteken to clear up this phenomensh. .

Vo

The first thing to be determined is the 30% loss in weight after the sbove=

~ mentioned treatment takes place. It is furthep evident that certain individual
wires are not completely dissolved, but that some small remmants of them remain,
Pigure 1 is a microphotograph of a piece of Ungreated mesh, Figure 2 shows a
geotion of the ssme mesh after the nitric asid %ést. As can be seen, certain
individual warp wires are completely dissolved gub, # werp wires ars to & certain
extent completely (sic} dissolved out, and to p sertain extent they are still
there but in a very thin form. -Ome of the warp wirss presents an interssting
example: in 2 places it is to be seen in almogt its griginal thickness sud right
next to these points, it is slmest completely gaten swey.

A series of experime'ﬂzs were then safried out:

First Experiment: A piece of mesh was anmealed ina Wdrogen current for 1 hour
at a temperature of 800° and then subjected te the nitric asid test. No selestive
dissolution of warp wires took place. The losg in weight amounted to 50%; whish
is therefore much greater than in the cass of untreated normal mesh. This mesh
is shown in Figure % after the nitric acid test.® Although no wire was dissolved
out, neveriheless the mesh was definitely attacked. Most important, the warp
wires were again more strongly attacked than the woof wires. Bubt even here,
there were warp wires bhat were very slightly affected (ses a). Besides, it is
notewortly that even the woof wires were much more strongly attacked than they
were during the normal test sz shown in Figure 2. . :
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Seoond Experiments A piece of mesh was annealed ip air at a temperature of 400°

for 1 hour. and, when subjected to the nitric acid test, mo seleriv golukion

of individual warp wires osourred. Ths weight loss amounted te - Jy Zfhe The
microscopic photograph showed ome werp wire kad undargens a strory attack ("decrease®
The rest of the wires remained equally thick., {(Figure 4}

Third Experiments The untredated regulsr mesh wus nlaced in the sslution horizone
tally, but the susceptible (sic) warp wires were not completely c.ssolved. The
weight loss was 26% and therefore less than whug the mesh was plsced verbtically in
the nitric soid. '

Fourth Experiments The mesh was degreased with an ammonie solution and s hand
brush. When subjected to the aitric acid test the same conditiorn resulted as in
the case of the untreated mesh, that is, dissolving out of individual warp wires.

Fifth Experiments A piece of mesh was greaséd with some rape-seed oil in such
menner that bhe rape-seed oil was dissolved in turvembine substitute ("Testbenzin®).
The mesh was submerged .in this &olution and the turpentine substitubte was removed
from the mesh by volatilizetion., Im this way, & thin film of rape=ssed 0il would
cling to the mesh., The nitric acid test showed the same condition as in the case
- of untreated mesh, that is, selectivq dissolving oubt of imdividusl warp wires.

Sixth Experiments A pilece of mesh was submerged only partially in nitric acid. A
misrophoto was made of the point of transition (ﬁber‘gaﬁgsstélﬁle“)g which (photo) is
reproduced in two different sized in Figures 5a and 5b. Vhen measuring by means

of sliding éalipers with Vernier, it was possible to debtermine that the more
strongly attacked warp wires in gemneral were wesker and lcss round then the warp

or woof Wires which were not so strongly attacked, These diameters are shown in
millimeters in Figure 5 without consideration as te maguification. The red figures
refer to the more strongly attacked warp wires; +the black figures to the warp or
woof wires mnot so strongly attackeds In Figure 5b.the same measurements were
sarried out on greater photographic magnification, From these measurements it
turns out further that the warp wires are as a matledr of course weaker as compared
with the woof wires. This is understandable when one considers the fact that a
greateor diemmeter is required for the woof wires than for the warp wires even in
the condition in which they are originally furnishgd, From these fachs emerges

& clarification of what is observed: that, in the cpse of woof wirss, a wire is
never selectively dissolved out,

- 8eventh Experimentis A piece of mesh was again partially dipped into the nitrie
acid., The.wires in this cass which were selectively-dissolved out were carefully
removed from the untreated mesh., Theése wires which were selestively dissolved in
the mesh did not show complete dissolution upon individusl testing in nitric acid
during the above=described period of time. :

Microscopic investigation of the surface and structure of a selectively dissoluble
and a less dissoluble mesh wire showed no differsenpges. Figures 6,7, 8, and 9
show such structural (amd texture) photographs., Wires were taken from 10 spools
of the same batch (¥cast®) and 10 spools from different batches (pourings or
"onstings®:R) and drawn out 5, 10, and 15%. Thereupon they were bound together
and subjected to the nitric acid test. Within the above-prescribed time no dis-
solubion whatever of individual wires took placse. :

From these experiments impertant conclusions canm bes drawns

1o Weak oxidation results in a protective layer which reduces the speed of
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dissolution. It is possible that the wirec Show ths same pro’scilis Layor
or layers of varying thickusesses (third expsriment). By anr Jiny i
hydrogen current this protective layer is rsduned an? tlug rusoved, Other
surface layers too, such as oil, rust, and the 1like are in thie way removed
80 that & sharper attack tekes place (first experiment)s Of wourse the obher
wires are now more strongly attacked so thet o seleckive diszolubion of
individual wires is not discernible, at least not without a nieroscopic ine-
spections

It appears, to be sure, that an oil £ilm doss ot provide a specially pro-
tective effect (fourth and fifth experiments),

On the other hevd, the wirs diameter undoubtedly plays.a big parte Thinner
wires are dissolved faster than the thicker wires next to them (sixth experi-
ment)e This phenomenor is attributable not only to the fact that a thinner
{weaker) wire is naturaelly consumed faster than & thicker ome. It is also to
be found in the fact that the curvature of a thiuner wire is sherper. As is
known, & stronger attack ocours as a result of the chahge in the surface ten~-
sion of such curvebures as is quite obviously the case, for example, with
sheet metal edges and sheet metal corners,

The most important conclusion is that auto-catalysis plays the biggest role

in dissglution and in the varisble dissolution of individual wires. Ts this
is also attributable the following: the dissolubion of metals, smong them
nickel in nitric acid, tekes place in such & way that the metals are first
converted into oxides by the oxidizing effect of the nitric acid, which
{oxides) are then dissolved in the acid to mitrates. Puring this dissolving
process, brown fumes are formed, which.conzist of a mixture of nitrogen dioxide
and nitrogen oxide ([Stickstoffoxyde)., These fumes are sometimes called Sticke
oxyde for short. The Stickoxyde accelérate the oxidation process and cone
‘seqiently the dissclutIon of the metal, On this accoumt, the observation is
made that when the retals dissolve in nitric acid, this takes place slowly at
first, but graduslly becomes more rapid and finally proceeds furiously. Such

‘@& process is called auto-catalysis. During the resoction a material is formed

which reacts faster than one of materials used at the outset. The dissolving
capability of nitric asid vis-f-vis nickel thus depends to s grest extent onm
the Stickoxyde content or its formstion during the testing process, It may
well be that nitric acid which has been exposed to the sunlight for some time
already contains s certain amount of Stickoxyde as compared with fresh nitric
acid, which contains scarcely any, The Former then attacks more resadily than
the latter,

However, other materials, too, cen hasten this digsolution capability of nitrie
acid.  Thus one finds that the speed of dissolubion of nickel in 40% uitric acid
at 30° is retardsd by an addition of ferric nitrate (but) sccelerated by ferric
chloride, iron sulfate, mickél nitrate, end potassitm permangsnate. (The Cors
rosion of Metallic Materials, Vols. 2, p. 737)s Now,however, nickel nitrate is
formed when nickel is dissolved in nitric acid., Thus, this reasction product
hastens the dissolubion process also and acts auto-catalytically as do Stick-
oxyde o The distribution of these suto-catdlyst® is extracrdinarily veriable
in the solution. The Stickoxyd emerges ultimately as a gas and becomes enriched
in the upper portion of %the solution, wheress the nickel nitrate probably sinks
to the bottom as a result of its higher specific gravity.
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Experiments 7 and 8 give the most striking proof of the extrac diasry sigrificsune
of auto-catalysis. For instance, if one subjects only & few . res ¥ the best,

no premature dissclution takes placs (withiu the space of 3 minutes)s The sur-
face attacked is so small that only a very weak formation of Sitickoxyde and nickel
nitrate - the two auto-catalysts - btakes place so that the spead of dissolution
is essenbially less than it is if one subjects a plece of mesh to nitric acid =

a pilece of mesh, =ay, weighing 2 g with an area of approximately 18,000 mm 2 and
from which some 0.8 g nickel is dissolved with simulitaneous formation of Stick-
oxyde. Another proof is the third experiment whereé mesh inﬁerted‘horizonta,ﬁy
undergoes a smaller less in weight and no selective dissolution of individual
wires takes place., In this cese, the Stickoxyde rise and no longer come in
contact with nickels The nickel nitrate sinks to the bottom and can no lunger
act auto-catalytically as in the case of the mesh inserted vertically. '

In short, it must be determined whether the selective dissolution of individual
wires when subjected to the nitric acid test is the result of dismeter variations
within the limits of the permitted tolerances, 'of eeurse, In this conmection,
the presence or abgence of thin protective layers of oxide probably also plays

8 parbe

The investigations undertaken show unequivoeally +that the rapid method chossn,
using nitric acid in a dissolving experiment, is wholly unsuitable, since it
must lead to extraordinary variations in the rasulbts or to false conclusions
through the process of auto-catalysis. It has been shown repestedly, however, -
that it is misleading, say, to meke a prelimingry test of individual wires for
& faster dissolution co-efficient (Mecapability") using nitric acide The nitric
acid test must be rejected as an umsatisfactory (Munsyitable for this purpose™)
rapid test procedure.

1e moment, The supporting meterial for the above reporti is

avallable in OSL/NED. '
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